
RECON Nav Spec 
8830 Series
46 mm

- CARBONOX  case and unidirectional rotating bezel with two-tone aluminum ring.
- GMT 2nd time zone movement.
- RECON logo on the dial.
- Tachymeter walking speed on inner ring of the case. 
- Nitrile rubber strap with map scale measurements and morse code for survival.
- Compass loop on strap.
- Swiss Made.

Main Characteristics
Origin  Swiss Made 
Always Visible Constant glow for up to 25 years in any light condition
Size/Diameter 46mm
Water Resistance 200 meters, 20 ATM, 660 feet, individually tested
Movement  RONDA 515.24H Swiss quartz (GMT 2nd time zone + date)
Battery Life  45 months
Bezel  CARBONOX  unidirectional rotating bezel with two-tone aluminum ring
Case  CARBONOX
Case back IP black stainless steel screw-on
Crystal  Sapphire crystal with anti-reflective coating
Crown  IP black stainless steel push/pull protected crown
Height  13.5mm  
Weight  99g

Standard Strap
FPX.8830.20B.2.K  Black nitrile rubber strap with map scale measurements and morse code on the back, 24mm
FAC.COMP24  Compass loop, 24mm
FNX.9240.61B.K  Olive green webbing strap with IP black stainless-steel buckle, 24mm

Manual and Certificates
GGA.L002.GLOBAL  Warranty Card

Night Vision View

Article Ref Case Dial Color of tubes in darkness Strap Ref Strap Width

Bezel Dial Hands

1-8H 9-12H Hour Minute Second GMT Hand

XL.8837.SET CARBONOX Black and green Orange Green Orange Green Green Orange
Swiss Super-LumiNova® dark 

red day colour, green 
emission

FPX.8830.20B.2.K
FNX.9240.61B.K 24mm

XL.8833 CARBONOX Black and blue Orange Green Orange Green Green Orange
Swiss Super-LumiNova® dark 

red day colour, green 
emission

FPX.8830.20B.2.K 24mm

XL.8837.SET 

Standard Gift Box
GBO.L025.2  Luminox small packaging box

Set Gift Box 
GBO.L026.2  Luminox Medium packaging box 
JAC.L.TOOL.K  Metal strap tool kit

XL.8833
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